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ASTM A194 Grade 8C (347 Stainless) — Material Data Sheet

ASTM A194 /| ASME SA-194 UNS S34700 AISI 347
Niobium-stabilised austenitic stainless nut, forged or machined from bar (A type solution treated after finishing)

347 stainless heavy hex nut for B8C studs — stabilised against sensitisation for hot hydrogen, refinery and welded stainless service.

80 ksi heavy hex - 75 ksi hex
126-300 HBW

None required; 8CA type is solution
treated after finishing

Heavy hex (ASME B18.2.2)
ASTM A193/ A320 B8C
-425 °F to 1500 °F

PATTERN
COMPANION STUD
TYPICAL SERVICE

PROOF LOAD STRESS
HARDNESS
HEAT TREATMENT

Nominal composition

| e balance ~ 64.4% [ | Cr ~ 18.00% | Ni ~ 10.50% | Nb ~ 5.55% B Mn~ 1.00% Si ~ 0.50% C, P, S trace

Midpoints of the specification ranges, for orientation only. Limits are in the table.

Chemical composition — ASTM A194 Grade 8C (AISI 347, UNS S34700)

Carbon 0.08

Physical properties (typical)
0.288 Ib/in3 (7.97 g/lcm3)
28.0 x 10° psi (193 GPa)

DENSITY
MODULUS OF

ELASTICITY

HEREEESE Al - 2.00 THERMAL EXPANSION 9.3 pin/in-°F

Phosphorus — 0.045 (68-212 °F)
sulfur _ 0.030 MAGNETIC No in the annealed condition
Silicon Si — 1.00 Heat treatment

Chromium cr 17.0 19.0 Grade 8C nuts are hot or cold forged, or machined from hot-

= = forged, hot-rolled or cold-drawn bar, with no heat-treatment
Nickel Ni 9.0 12.0 requirement (A194 clause 6.6). The 8CA type is carbide
Niobium (columbium) Nb 10x C 1.10 solution treated after forging or machining (clause 6.7), which

lowers hardness to the 126-192 HBW / 60-90 HRB window.

Values per ASTM A194/A194M-24, Tables 1, 2 and 3 (verified against the specification). Confirm the
edition called out on your purchase order with our estimating team.

Mechanical properties — ASTM A194 Grade 8C

Heavy hex, all sizes 126 HBW / 60 HRB 300 HBW / 32 HRC

Hex (finished pattern), all sizes 75 126 HBW / 60 HRB 300 HBW / 32 HRC

Grade 8CA (solution treated in

the finished condition), all sizes 126 HBW / 60 HRB

80 heavy hex - 75 hex 192 HBW / 90 HRB

Values per ASTM A194/A194M-24, Tables 1, 2 and 3 (verified against the specification). Confirm the edition called out on your purchase order with our estimating team. Jam nuts: 46 % of
the tabulated proof load. Strain-hardened Grade 8 nuts (S1) are proof tested to 125/ 115/ 105 / 100 ksi heavy hex by size and hardness limits do not apply.

Applicable standards Forms we supply in A194 8C

Nuts for bolts for high-pressure or
high-temperature service

ASTM A194 / ASME SA-194

ASTM A193 / A320 GRADE Companion studs

B8C

ASME B18.2.2 Heavy hex nut dimensions

¢ Heavy hex nuts (the default for pressure bolting)
* Finished hex nuts

e Jam nuts

» Custom and special nuts to drawing

Typical applications

» Refinery hydrogen unit flanges with B8C
¢ Hot 347 process piping

¢ Welded stainless vessels and exchangers
* Exhaust and flue hardware

Specification values are reproduced from the ASTM / ASME standards named above for reference; confirm the edition on your purchase order with our estimating team.
Manufactured in Houston, TX by Innovation Fasteners — 18401 Intercontinental Crossing Dr, Houston, TX 77073 - 832-446-3442 - info@innovationfasteners.com - ISO

9001:2015 (INTERCERT IC-QM-2010035). EN 10204 3.1 certification on every lot.



