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Low Head Socket Cap Screws — Dimensioning Table

ASME B18.3

Nominal Size (Basic 
Screw Diameter)

D A H C J T K

Body Diameter Head Diameter Head Height Max. 
Chamfer or 

Radius

Nominal Hexagon Socket 
Size

Minimum 
Key 

Engagement

Max. 
Chamfer or 

Radius

Max. Min. Max. Min. Max. Min.

#4 0.1120 0.108 0.183 0.176 0.059 0.053 0.009 – 0.050 0.038 0.008

#5 0.1250 0.120 0.205 0.198 0.065 0.059 0.012 1/16 0.062 0.044 0.008

#6 0.1380 0.133 0.226 0.218 0.072 0.066 0.013 1/16 0.062 0.050 0.008

#8 0.1640 0.159 0.270 0.262 0.085 0.079 0.014 5/64 0.078 0.060 0.008

#10 0.1900 0.184 0.312 0.303 0.098 0.092 0.018 3/32 0.094 0.072 0.008

1/4" 0.2500 0.244 0.375 0.365 0.127 0.121 0.025 1/8 0.125 0.094 0.010

5/16" 0.3125 0.305 0.437 0.431 0.158 0.152 0.033 5/32 0.156 0.110 0.010

3/8" 0.3750 0.368 0.562 0.550 0.192 0.182 0.040 3/16 0.188 0.115 0.010

7/16" 0.4375 0.429 0.625 0.618 0.223 0.213 0.047 7/32 0.219 0.135 0.015

1/2" 0.5000 0.492 0.750 0.743 0.254 0.244 0.055 1/4 0.250 0.151 0.015

5/8" 0.6250 0.616 0.875 0.867 0.316 0.306 0.070 5/16 0.312 0.250 0.015

All dimensions in inches, per ASME B18.3. Head height is roughly half a standard socket head cap screw. Confirm requirements with our estimating team. Manufactured 
and stocked in Houston, TX — 832-446-3442 · info@innovationfasteners.com. ISO 9001:2015.


