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Super Duplex Zeron 100 (UNS S32760, F55) — Material Data Sheet
ASTM A1082 bolting · ASTM A276 / A479 bar · ASTM A182 F55   ·   UNS S32760   ·   Zeron® 100 super duplex (25 Cr – 7 Ni – 3.5 Mo – Cu – W – N)
Ferritic-austenitic super duplex stainless steel with copper and tungsten, solution annealed and water quenched

The copper-tungsten super duplex with a guaranteed PREN of 40 — the F55 bolting grade for North Sea, Gulf of Mexico and West African 
offshore projects.

TENSILE 109 ksi min

YIELD 80 ksi min

HARDNESS 30 HRC / 290 HBW max

SOLUTION ANNEAL 2010 °F, water quench

PREN >= 40 (guaranteed)

MAGNETIC Yes

Nominal composition

Fe balance ~ 61.7% Cr ~ 25.00% Ni ~ 7.00% Mo ~ 3.50% Cu ~ 0.75% W ~ 0.75% Mn ~ 0.50% Si ~ 0.50%

C, P, S, N trace

Midpoints of the specification ranges, for orientation only. Limits are in the table.

Chemical composition — S32760 (Zeron 100) per ASTM A1082 Table 1

Element Symbol Min % Max %

Carbon C — 0.030

Manganese Mn — 1.00

Phosphorus P — 0.030

Sulfur S — 0.010

Silicon Si — 1.00

Chromium Cr 24.0 26.0

Nickel Ni 6.0 8.0

Molybdenum Mo 3.0 4.0

Nitrogen N 0.20 0.30

Copper Cu 0.50 1.00

Tungsten W 0.50 1.00

Values per ASTM A1082/A1082M-16(2021) Tables 1 and 4 (verified against the specification). Confirm 
the edition called out on your purchase order with our estimating team.

Physical properties (typical)

DENSITY 0.281 lb/in³ (7.80 g/cm³)

MODULUS OF 
ELASTICITY

28.0 × 10
6
 psi (193 GPa)

MAGNETIC Yes

Heat treatment
Solution annealed at 2010 ± 25 °F (1100 °C) and water 
quenched. Not hardenable by heat treatment; avoid the 700–
1800 °F range.

Mechanical properties — Zeron 100 bolting per ASTM A1082 Table 4

Size Tensile strength, min (ksi) Yield strength, min (ksi) Elongation, min (%) Hardness, max

All sizes 109 80 25 30 HRC / 290 HBW

Values per ASTM A1082/A1082M-16(2021) Tables 1 and 4 (verified against the specification). Confirm the edition called out on your purchase order with our estimating team. PREN = %Cr 
+ 3.3 × %Mo + 16 × %N >= 40.



Super Duplex Zeron 100 (UNS S32760, F55) — Material Data Sheet (continued)

Applicable standards

ASTM A1082 / A1082M High strength precipitation hardening 
and duplex stainless steel bolting

ASTM A276 / A479 S32760 bar stock

ASTM A182 GRADE F55 Forged super duplex flanges and 
fittings

NACE MR0175 / ISO 15156 Super duplex for sour service within 
its limits

NORSOK M-630 / MDS D57 Offshore super duplex requirement

Forms we supply in Zeron 100

•  Full-thread studs and stud bolts
•  Hex and heavy hex bolts
•  Socket head cap screws
•  Hex nuts in the same alloy
•  Threaded rod
•  Machined components from certified bar

Typical applications

•  Offshore topside and subsea bolting specified as F55
•  Seawater systems, pumps and valves
•  Sour gas and produced-water service
•  Sulfuric and phosphoric acid handling
•  Desalination and power-station condensers

Specification values are reproduced from the ASTM / ASME standards named above for reference; confirm the edition on your purchase order with our estimating team. 
Manufactured in Houston, TX by Innovation Fasteners — 18401 Intercontinental Crossing Dr, Houston, TX 77073 · 832-446-3442 · info@innovationfasteners.com · ISO 
9001:2015 (INTERCERT IC-QM-2010035). EN 10204 3.1 certification on every lot.


